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INSTRUCTION MANUAL 
For installation of front mounting plates  

MB SPRINTER FWD  
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WARNING ! 
Read this manual carefully before installation 

This manual is intended for installing mounting plates on the front of a FWD  MB Sprinter.  
 

Dacromet ring        2 
 
Countersunk bolt D7991 10.9 8x20    10 
 
Flat washer 125A EV M10      4 
 
Self-locking nut 985 EV 10.9 M10     2 
 
Hexagonal tap bolt D933 10.9 M10x30    2 
 
Hexagonal tap bolt D933 10.9 M8x20     10 
 
Hexagonal tap bolt D933 8.8 M10x110    2 
 
Strip with welded bolt       2 
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MOUNTING  

Installing method of the mounting plates under the vehicle. The ground clearance must be at 
least 17 centimeters. 

Right side of the vehicle. 

Left side (driver’s side) of the vehicle. 
 



5 

MOUNTING  

The bolt is fixed by means of the strip on 
which a bolt is welded. The standard hole 
in the chassis is used to place the strip 
with bolt, see photo opposite. 
 

Place the bracket in position as shown oppo-
site. Then drill 1 hole in the chassis. Choose 1 
of the 4 options as shown in the photo. 
 
Fix the bracket with bolt M10 x 110. 

Drill a hole at the bottom of the chassis for 
placing the bolt M10 x 30, see photo opposite. 
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Now place the cross bracket between 
the two jacks and secure it with 8 bolts 
M8 x 25. 
 
 
Both parts of the cross bracket are 
mounted with bolt and nut M10 x 45. 
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